
ICP-45 Reciprocating Pump

APPLICATIONS
	 t	High Pressure Cylinder Filling
	 t	Tube Trailer Filling
	 t	Multi-Cylinder Cart Filling
	 t	High Pressure Test Facility
	 t	Purging and Process Requirements
	 t	Automatic High-Pressure Systems

PUMP PERFORMANCE
	 t	Maximum HP: 
		  25 hp
	 t	Maximum Rod Load:
		  5,000 lbs
	 t	Maximum Continuous RPM:
		  560 rpm
	 t	Maximum Intermittent RPM:
		  750 rpm
	 t	Minimum RPM:
		  75 rpm
	 t	Maximum Suction Pressure:
		  350 psi
	 t	Oil-Free Lubrication
	 t	Oxygen Cleaning Available
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CS&P’s ICP-45 Series pumps are 
specifically designed for low NPSH 
applications. This system is ideal 
for unattended pumping systems 
and cylinder filling operations where 
continuous cool down and instant start 
capabilities are essential. 

The ICP-45 Series pumps are the most 
economic high pressure cryogenic 
pumps available. The ICP-45 can be 
furnished in the required bore, stroke 
and rpm combination to provide flows 
to 5.2 gpm (19.7 lpm), and pressures 
to 8,200 psig (565 barg) using vacuum 
jacketed cold ends. These pumps 
provide highly economical and efficient 
service in both intermittent and 
continuous duty applications.

FLUIDS PUMPED

	 t	Oxygen

	 t	Nitrogen

	 t	Argon	

	 t	Methane (LNG)

	 t	Hydrogen
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PUMP PERFORMANCE

ICP-45 Reciprocating Pump for Liquefied Gases

DIMENSIONS

COLD END DIAMETER AND
MAXIMUM WORKING PRESSURE

 —— Ø .625 — 8,200 psi
 —— Ø .875 — 8,200 psi
 —— Ø 1.000 — 6,200 psi
 —— Ø 1.200 — 4,250 psi
 —— Ø 1.312 — 3,330 psi


